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proofing to remain. Lap new
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SECTION AT_ABUTMENT
(At Bsam 1)

*¥ 17 joint shall be Filled with
non-shrink grout. This dimension
may vary plus or minus to
agecommodate tolerance in
beam lengths.

Slope HMA 2:1 at drains.
Exfend deck waterproofing
2°* inside drain.

in 2% holes drifled in cap.
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SECTION AT ABUTMENT

(At Beams 5 & 6)

* Existing dowel rods shall be cut off and ground

Flush with the top of the existing concrete.

Cost to be

included in the cost of Removal of Existing P.P.C. Deck
Beams. New dowel rods shall be grouted after beams
are in place and aflowed to cure a minimum of 24 hours

prior fo grouting shear keys.
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TYPICAL SECTION THRU

CURB

Rail insert not

Cost of concrete in curb included with
Concrete Superstructure

MIN. BAR LAP

shown for clarity.
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SECTION A-A

(16 Required)

2-1'"% x 3% H.S.

Bolts with flat washer
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Screw with flat washer
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Existing neoprene expansion joint o be
removed and reploced with Silicone Joint
See sheet 1 of 3. Cost of joint
removal is included with Polymer Concrefe.

Sealer.

|=Si/icone Joint Sealer
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Polymer Concrete

\_Backer Rod having a diameter

25% gregter thon the joint
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DETAIL

(Typ. at existing

opening at the time of installation.

DETAIL B

(Typ. at new beams)
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SECTION AT RAIL POST

I’ HS. Nut AASHTO
M 164 welded to

Cast 17’ voids behind
each nuf.
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ENGINEER OF STRUCTURAL "SERVICES DRAIN DETAIL
DRAWN balivg | FASSED WJ Cost included with
VHV A TH ENGINEER OF BRIDGES ANQ SYRULTURES Concrefe Supersfrucfure
CHECKED

3 x 7" Granular or solid flux filled
headed studs conforming to Article 1006.32

of the Siandard Specification automatically

end welded.

TopP

4 required per piate.

ANCHOR DEVICE

oL bop of New

PPC Deck Beam

Silicone Joint Sealer

Bocker Rod having a diameter
25X gredter than the joint
opening at the time of installation.

B

beams)

Filt void in curb with
Polymer Concrefe
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TYPICAL END OF SEAL TREATMENT

All steel shapes and plotes shall conform to the requirements of
AASHTO M 270 Grade 36 except posts and angles shall conform to

Bolts, cap screws, and nuts shal) conform fo the requirements of
ASTM designation A 307 except for high strength bolfs, nits and washers

All bolts, nuts, cap screws, washers and lock washers shall be

All anchor devices and angles shalt be galvanized after shop fabrication

111 and ASTM A 385. Galvanized roil shall not

& & Plate
RS
~ .
SO
o NOTES
L AASHTO i 270, Grade 50.
3(2 o
noted which shall conform to AASHTO M 164,
PLATE A
. galvanized according to AASHTO M 232.
By according to AASHTO M
- Top of New be painted.

The lower portion of the post flange in contact with concrete skall

Standard Specifications.

receive two coats of asphali paint conforming fo Section 1060.07 Type II
or place %' fabric bearing pad between the post and concrets.

The %' high sfrength bolts used to connect the 6 x 4 x 94 angles
fo the post shall be tightened according to Article 505,04(F)(3) of the

The 'Y high strength bolts connecting

the angles to the concrete shall be tightened to a snug fit and given

an additional 'y turn. The %" cap screws in bottom of posts shall be
tightened fo a snug fit only.

Cost of the anchorage devices Is included with the cost of Precast
Presfressed Concrefe Deck Beams (33 Depth).

]/4'// 3[2/1 .1/4”

x 127 x 6" Bar

**¥ Threaded

Iy !u beam.

BOTTOM ANCHOR DEVICE

| FE* 3% XX Pipe or Hex Nuts
(Conforming to ASTM: A 563,
Grade A) 3 Long. Tap pipe
for %39 Cap Screw

be plugged or blocked
off during casting of

The cost of removing and re-erecting
the existing raifing and post with all
applicable new hardware shall be
included in the cost of Removing and
Re-erecting Existing Railing.

The work shall be paid for of the
confract unit price per foot for
Removing and Re-~erecting E xisting
Railing.

areas shall
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